
PIS
PIS Series SMD Power Inductors

ORDERING CODE

FEATURES
Low profile.

Small dimension, high saturation current.

SMT type,suitable for solder reflow.

APPLICATIONS

OA equipment,portable computer

DC/DC convertersDC/DC

PIS 74 220 M T

Product Code

(L W T)

(mm)

Dimensions

( )H

Inductance Tolerance Packaging Style

T

B

Tape & Reel

Bulk

PIS
PIS

63

7.8 7.0 4.5

10.0 9.0 5.0

6.2 5.8 3.2
1R0

100

1.00

10.0

M

N

20%

30%

unit mm

74

105 101 100

Part No .

PIS63

PIS74

PIS105

A B C F

5.80 0.30

7.00 0.35

9.00 0.40

6.20 0.30

7.80 0.35

10.0 0.40

3.20 0.30

4.50 0.40

5.0 0.50

5.80

7.00

9.00

2.00

2.50

3.00

D E

6.20

7.80

10.0
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APPLICATION

SHAPE AND DIMENSIONS

PIS Series SMD Power Inductors

PIS



PIS63

S63

S63

S63

S63

S63

S63

S63

S63

S63

S63

S63

S63

S63

-4

PI

R7NT

-100MT

PI -120MT

PI -150MT

PI -180MT

PI -220MT

PI -270MT

PI -330MT

PI -390MT

PI -470MT

PI -560MT

PI -680MT

PI -820MT

PI -101MT

PIS63 Series

4.7

12

15

18

22

27

33

20%

20%

20%

20%

20%

20%

20%

20%

100kHz

100kHz

100kHz

100kHz

100kHz

100kHz

100kHz

100kHz

0.059

0.140

0.165

0.180

0.250

0.250

0.360

0.410

2.00

1.00

0.94

0.86

1.00

0.90

0.64

0.70

39

47

56

20%

20%

20%

100kHz

100kHz

100kHz

0.470

0.510

0.720

0.53

0.50

0.46

20%

20%

20%

100kHz

100kHz

1kHz

0.395

0.750

0.850

0.60

0.32

0.30

10

ELECTRICAL CHARACTERISTICS

PIS74

S74

S74

S74

S74

S74

S74

S74

S74

S74

S74

S74

S74

S74

S74

S74

S74

S74

S74

-4

PI

R7NT

-100MT

PI -120MT

PI -150MT

PI -180MT

PI -220MT

PI -270MT

PI -330MT

PI -390MT

PI -470MT

PI -560MT

PI -680MT

PI -820MT

PI -101MT

PI -121MT

PI -151MT

PI -181MT

PI -221MT

PI -271MT

PIS74 Series

4.7

12

15

18

22

27

33

20%

20%

20%

20%

20%

20%

20%

20%

100kHz

100kHz

100kHz

100kHz

100kHz

100kHz

100kHz

100kHz

0.033

0.070

0.080

0.090

0.110

0.120

0.170

0.190

2.700

1.640

1.500

1.340

1.220

1.100

1.000

0.900

39

47

56

20%

20%

20%

100kHz

100kHz

100kHz

0.210

0.210

0.320

0.830

0.810

0.690

68

82

100

20%

20%

20%

100kHz

100kHz

1kHz

0.370

0.400

0.540

0.630

0.570

0.520

10

120

150

180

220

270

1kHz

1kHz

1kHz

1kHz

1kHz

0.620 0.470

0.490 0.440

0.970 0.380

1.310 0.350

1.460 0.310

20%

20%

20%

20%

20%

Part Number H
Isat(A)

Tolerance Test Freq. DCR( )Max

Isat: Isat 20%

Isat: Saturation Current, the current when the inductance becomes 20% lower than its initial value.

Part Number H
Isat(A)

Tolerance Test Freq. DCR( )Max
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PI -151MT

PI -181MT

PI -221MT

PI -271MT

PI -331MT

PI -391MT

PI -471MT

S105

S105

S105

S105

S105

S105

S105

20%

20%

20%

20%

20%

20%

20%

1kHz

1kHz

1kHz

1kHz

1kHz

1kHz

1kHz

0.45

0.62

0.69

0.78

1.03

1.18

1.60

0.65

0.60

0.54

0.49

0.44

0.41

0.37

PI -100MT

PI -120MT

PI -150MT

PI -180MT

PI -220MT

PI -270MT

PI -330MT

PI -390MT

PI -470MT

PI -560MT

PI -680MT

PI -820MT

PI -101MT

PI -121MT

S105

S105

S105

S105

S105

S105

S105

S105

S105

S105

S105

S105

S105

S105

PIS105 Series

10

12

15

18

22

27

33

39

47

56

68

82

100

120

150

180

220

270

330

390

470

20%

20%

20%

20%

20%

20%

20%

20%

100kHz

100kHz

100kHz

100kHz

100kHz

100kHz

100kHz

100kHz

0.06

0.06

0.07

0.08

0.09

0.11

0.078

0.16

2.53

2.31

2.06

1.89

1.71

1.54

1.40

1.28

20%

20%

20%

100kHz

100kHz

100kHz

0.18

0.19

0.22

1.17

1.07

0.97

20%

20%

20%

100kHz

1kHz

1kHz

0.28

0.35

0.38

0.88

0.80

0.73

Isat: Isat 20%

Isat: Saturation Current, the current when the inductance becomes 20% lower than its initial value.

Part Number H
Isat(A)

Tolerance Test Freq. DCR( )Max
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PIS Series SMD Power Inductors

PIS


